Crimping Type Copper In Line Connectors

- Manufactured from pure electrolytic copper.
- Copper lugs & cable terminals from 2.5 to 1000 mm2 with different stud hole sizes as required.
- Lead free electro tin plated to prevent atmospheric corrosion.
- Cable lugs are fully annealed to guarantee optimum ductility.

<table>
<thead>
<tr>
<th>CRIMPING TYPE COPPER IN LINE CONNECTORS</th>
</tr>
</thead>
<tbody>
<tr>
<td>CAT.NO</td>
</tr>
<tr>
<td>--------------</td>
</tr>
<tr>
<td></td>
</tr>
<tr>
<td>ZCC-450</td>
</tr>
<tr>
<td>ZCC-453</td>
</tr>
</tbody>
</table>

C://Documents and Settings\abcd\Desktop\Copy of www.cable-glands-brass.com/.../crimping-type-copper-in-line-connectors.htm
## Crimping Type Copper In Line Connectors

<table>
<thead>
<tr>
<th>Model</th>
<th>Diameter (mm)</th>
<th>Length (mm)</th>
<th>Diameter (mm)</th>
<th>Length (mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>ZCC-451</td>
<td>2.5</td>
<td>2.4</td>
<td>4.0</td>
<td>7</td>
</tr>
<tr>
<td>ZCC-454</td>
<td>2.5</td>
<td>2.4</td>
<td>4.0</td>
<td>15</td>
</tr>
<tr>
<td>ZCC-452</td>
<td>4.6</td>
<td>3.5</td>
<td>5.5</td>
<td>7</td>
</tr>
<tr>
<td>ZCC-455</td>
<td>4.6</td>
<td>3.5</td>
<td>5.5</td>
<td>15</td>
</tr>
<tr>
<td>ZCC-456</td>
<td>10</td>
<td>4.4</td>
<td>6.2</td>
<td>9</td>
</tr>
<tr>
<td>ZCC-460</td>
<td>10</td>
<td>4.4</td>
<td>6.2</td>
<td>20</td>
</tr>
<tr>
<td>ZCC-461</td>
<td>16</td>
<td>5.6</td>
<td>8.0</td>
<td>23</td>
</tr>
<tr>
<td>ZCC-484</td>
<td>25</td>
<td>7.5</td>
<td>11.1</td>
<td>11</td>
</tr>
<tr>
<td>ZCC-486</td>
<td>25</td>
<td>7.5</td>
<td>11.1</td>
<td>25</td>
</tr>
<tr>
<td>ZCC-485</td>
<td>35</td>
<td>9.0</td>
<td>12.6</td>
<td>12</td>
</tr>
<tr>
<td>ZCC-487</td>
<td>35</td>
<td>9.0</td>
<td>12.6</td>
<td>27</td>
</tr>
<tr>
<td>ZCC-480</td>
<td>50</td>
<td>10.5</td>
<td>14.1</td>
<td>38</td>
</tr>
<tr>
<td>ZCC-478</td>
<td>70</td>
<td>12.0</td>
<td>16.0</td>
<td>18</td>
</tr>
<tr>
<td>ZCC-481</td>
<td>70</td>
<td>12.0</td>
<td>16.0</td>
<td>42</td>
</tr>
<tr>
<td>ZCC-482</td>
<td>95</td>
<td>13.5</td>
<td>18.1</td>
<td>48</td>
</tr>
</tbody>
</table>

---

**Brass Cable Glands India**

**Click Here to Visit Our Website** : [www.cable-glands-brass.com](http://www.cable-glands-brass.com)

Plot 10 - B GIDC Industrial Estate,
Jamnagr, Gujarat 361005 India.

Tel No : +91-22- 43449300, +91-22- 43449323

Fax No : +91- 22-22834046, +91-22- 40023682